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4K DisplayPort 1.2 Cables - Male to Male

 � Displayport 1.2a, DPCP and HDCP compliant.
 � Male DisplayPort connectors on both ends.
 � Latching connector for secure connection.
 � Supports video resolutions up to Ultra-HD 4Kx2K (3840x2160) as well 

as the accompanying digital audio up to 7.1 channel surround sound.
 � Signal bandwidth: 21.6 Gbps.
 � Wire gauge:

 • 3/6/10 ft cables: 30AWG
 • 15/25 ft cables: 28AWG

 � Available length: 3/6/10/15/25 ft.

DisplayPort Cables  

DP-xx-MM
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 � Male DisplayPort to male HDMI cable.
 � Use to connect a DisplayPort source to an HDMI monitor.

 • These cables are directional.
 � Supports resolutions up to Ultra-HD 4Kx2K:

 • 3840x2160 and 4096x2160 @30Hz YUV 4:4:4
 • 3840x2160 and 4096x2160 @60Hz YUV 4:2:0

 � HDCP compliant.
 � Supports DisplayPort 1.2a input and HDMI1.4b output.
 � Latching DisplayPort connector for secure fit.
 � Gold plated connectors for smooth, corrosion-free connections.
 � Length: 3/6/10/15 feet.
 � Regulatory approvals: RoHS

DP-HD-xx-MM

 � Male DisplayPort to Male DVI-D cable.
 � Supports HDTV resolutions to 1080p and computer resolutions to 

1920x1200.
 � DVI and HDMI signals are passed through the cable to the monitor or 

HDTV.
 � Supports Single link digital signal.
 � Latching displayport connector for secure fit
 � Length: 3/6/10/15 ft.

DP-DVID-xx-MM

DisplayPort to HDMI Interface Cables, 
Male to Male, 4K

DisplayPort to DVI-D Interface Cables, 
Male to Male

8K DisplayPort 1.4 Cables - Male to Male

 � Supports resolutions up to Ultra-HD 8K (7680x4320) @60Hz, 4Kx2K 
(3840x2160) @120Hz, and HDTV 1080p @240Hz.

 � DisplayPort features supported: 
 • DisplayPort 1.4
 • Up to 16-bit Color and 48-bit Deep Color
 • YCbCr 4:4:4, YCbCr 4:2:2, YCbCr 4:2:0, and RGB
 • Up to 32 audio channels, 1536kHz sampling rate, and support for 

all known audio formats
 • HBR3
 • Display Stream Compression 1.2 (DSC)
 • HDR
 • DPCP
 • Bandwidth up to 32.4Gbps

 � HDCP 2.2 compliant.
 � Male DisplayPort connectors with latches on both ends for secure 

connection.
 � Gold plated connectors for smooth, corrosion-free connections.
 � Available lengths: 3/6/10/15 feet.

DP14-xx-MM
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 � Male DisplayPort to male VGA cable.
 � Use to connect a DisplayPort computer to a VGA monitor.

 • These cables are directional.
 � Supports resolutions up to 1920x1200@60Hz (WUXGA).
 � Supports DisplayPort 1.2a input.
 � Latching DisplayPort connector for secure fit.
 � Gold plated connectors for smooth, corrosion-free connections.
 � Length: 3/6/10/15 feet.
 � Regulatory approvals: RoHS

DP-VGA-xx-MM

DisplayPort to VGA Adapter Cables, 
Male to Male

DisplayPort Cables  
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 � Male Mini DisplayPort to male DisplayPort cable.
 � Use to connect a Mini DisplayPort source to a DisplayPort monitor.

 • These cables are directional.
 � Supports resolutions up to Ultra-HD 4Kx2K (3840x2160) and HDTV 

1080p.
 • 3/6 ft: supports 4K@60Hz and 1080p @144Hz.
 • 10/15 ft: supports 4K@30Hz and 1080p @60Hz.

 � HDCP compliant.
 � Male DisplayPort connector features latch for secure connection.
 � Gold plated connectors for smooth, corrosion-free connections.
 � Available lengths: 3/6/10/15 feet.

DPM-DP-xx-MM

 � Male Mini DisplayPort to male 15-pin HD cable.
 � Supports HDTV resolutions to 1080p and computer resolutions to 

1920x1200.
 � Ideal for connecting a Mac (MacBook/MacBook Air/MacBook Pro/

iMac/Mac mini/Mac Pro/Xserve), Toshiba laptop (Satellite Pro S500, 
Tecra M11/A11/S11), or HP notebook (Envy 14/17) to a VGA display.

 � Length: 6 ft

DPM-VGA-6-MM

Mini DisplayPort to VGA Interface Cable - 
Male to Male

Mini DisplayPort to DisplayPort Cables, Male to 
Male, 4K

 � Male Mini DisplayPort to male HDMI cable.
 • Use to connect a Mini DisplayPort source to an HDMI monitor.

 � These cables are directional.
 � Supports resolutions up to Ultra-HD 4Kx2K (3840x2160 and 

4096x2160) @30Hz YUV 4:4:4.
 � HDCP compliant.
 � Supports Mini DisplayPort 1.2a input and HDMI 1.4b output.
 � Gold-plated connectors for smooth, corrosion-free connections.
 � Length: 6 feet
 � Regulatory approvals: RoHS

DPM-HD-6-MM

Mini DisplayPort to HDMI Adapter Cable, Male to 
Male, 4K


