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 � Uses hydraulic and air compressors to auto-terminate RJ45/RJ11 plugs.
 • Various crimping dies available. Sold separately; call for details.

 � Easily change the molds within 3 minutes.
 � To terminate VPI’s standard RJ45 plugs, use crimping die  

RJ45-DIE (sold separately).
 � To terminate VPI’s RJ45-PLG-SF plugs, use crimping die   

RJ45-DIE-SF (sold separately).
 � To terminate standard RJ11/12 plugs, use crimping die       

RJ11-DIE (sold separately).
 � A quiet and highly reliable direct motor drive ensures a noise-free work 

environment.
 � CRIMP-MACHINE-60W-xxV

 • Maximum pressing strength: 265/209/121 lbs (120/95/55 kg)
 � CRIMP-MACHINE-90W-xxV

 • Maximum pressing strength: 441/331/220 lbs (200/150/100 kg)
 � WxDxH (in): 12x5.9x5.9 (305x150x150 mm).
 � Weight: 23 lbs (10.5 kg)
 � Power:

 • CRIMP-MACHINE-xxW-110V: 110V at 50 or 60 Hz.
 • CRIMP-MACHINE-xxW-220V: 220V at 50 or 60 Hz.

RJ45/RJ11 Crimping Machine 

CRIMP-MACHINE-xxW-xxV

www.vpi.us/network-cable-tools/crimp-machine-1781

Auto-terminate CAT5E-SF-RJ45 plugs and other RJ45/RJ11 connectors.


